DECLARATION OF PERFORMANCE
according Annex III of the Regulation (EU) No 305/2011

No. TP600-20130522

1. Unique identification code of the product-type:
   
   ETA-05/0058

2. Type, batch or serial number or any other element allowing identification of the construction product as required pursuant to Article 11(4):

   batch number: see label on paper core

3. Intended use or uses of the construction product, in accordance with the applicable harmonised technical specification, as foreseen by the manufacturer:

   Joint sealing tape based on impregnated PU-soft foam for sealing of joints around windows or in facades

4. Name, registered trade name or registered trade mark and contact address of the manufacturer as required pursuant to Article 11(5):

   Tremco illbruck Produktion GmbH
   Werner-Haepp-Straße 1
   D-92439 Bodenwöhr

5. Where applicable, name and contact address of the authorised representative whose mandate covers the tasks specified in Article 12(2):

   not relevant

6. System or systems of assessment and verification of constancy of performance of the construction product as set out in Annex V:

   System 4

7. In case of the declaration of performance concerning a construction product covered by a harmonised standard:

   Not relevant
8. In case of the declaration of performance concerning a construction product for which a European Technical Assessment has been issued:

*The Deutsches Institut für Bautechnik, Berlin issued a European technical approval (ETA-05/0058) for the product illbruck TP600 ilmod 600. This is based on CUAP „Sealing kits, profiles and strips usually made of foamed polyurethane, plastic Impregnated bitumen or butyl“ (ETA Request No. 06.05/01).*

9. **Declared performance**

<table>
<thead>
<tr>
<th>Essential characteristics</th>
<th>Performance</th>
<th>Harmonised technical specification</th>
</tr>
</thead>
<tbody>
<tr>
<td>Reaction to fire (EN 13501-1)</td>
<td>class F</td>
<td></td>
</tr>
<tr>
<td>Driving rain resistance (EN 1027)</td>
<td>Tight up to 600 Pa</td>
<td></td>
</tr>
<tr>
<td>Air permeability of joints (EN 1026)</td>
<td>$a \leq 0.1 \text{ m}^2/\text{h m (daPa)}^0$</td>
<td></td>
</tr>
<tr>
<td>Resistance to water vapor diffusion (EN ISO 12207)</td>
<td>$\mu \leq 100$</td>
<td></td>
</tr>
</tbody>
</table>

10. **The performance of the product identified in points 1 and 2 is in conformity with the declared performance in point 9. This declaration of performance is issued under the sole responsibility of the manufacturer identified in point 4.**

**Signed for and on behalf of the manufacturer by:**

Walter Geyer, managing director  
(name and function)

*Bodenwöhr, 22.5.13 (place and date of issue)*

(signature)